
#5    #5E    #5EX*    #5EXT*    #5X* 

                 

1‐1/4”, 1‐1/2”, 2”    1‐1/4”, 1‐1/2”    1‐1/2”    1‐1/2”    2” 

TEE FITTINGS 

ADJUSTABLE/CROSS BRACING FITTINGS 

#17    #17E    #17X*    #19    #19E 

                 

1‐1/4”, 1‐1/2”, 2”    1‐1/4”, 1‐1/2”    2”    1‐1/4”,‐1/2”,2”    1‐1/2” 

#45    #45CE    #47 

         

1‐1/4”, 1‐1/2”    1‐1/4”, 1‐1/2”,2”,3”,4”    1‐1/4”,1‐1/2”,2” 

#5    #17 

     

1‐1/2”to 2”    2” to 1‐1/2” 

MOUNTING FLANGES 

Photos show a black colored pipe, this is strictly for promo onal purposes.  

Both in tes ng and in prac ce, customers should use A53 Sch. 40 galvanized pipe or 6061‐T6 Sch. 40 aluminum pipe. 

REDUCING FITTINGS 

#19 

 

2” to 1‐1/2” 

* Fi ng has Extra Set Screw 

SPEED‐RAIL® FITTINGS FOR SOLAR PIPE RACKS  
UL 2703 CERTIFIED 

Speed‐Rail Fi ngs for Solar Pipe Racks I   www.hollaender.com                                                                       800.772.8800 

ALL INSTRUCTIONS OUTLINED IN THIS MANUAL ARE EFFECTIVE JUNE 2022 IN ACCORDANCE WITH INTERTEK 



The Hollaender® Manufacturing Company 

800‐772‐8800 I 513‐772‐8800 I  Fax: 513‐772‐8806 I  sales@hollaender.com  I   www.hollaender.com 

SPEED‐RAIL FITTINGS FOR SOLAR PIPE RACKS  HOLLAENDER MANUFACTURING CO. 

•  It is recommended that set screws be checked periodically to ensure that proper torque values are maintained.  

•  Any components showing signs of damage that compromise safety shall be replaced immediately.  

MAINTENANCE 

  Speed‐Rail® fi ngs achieve bonding with the pipe when the set screws are adequately  ghtened, and penetrate the surface of the steel or aluminum pipe. 

Speed‐Rail® fi ngs have been evaluated to UL 2703 grounding and bonding only.  

Speed‐Rail® fi ngs have been evaluated to UL 2703 grounding and bonding for single use only.  

Both in tes ng and in prac ce, customers should use A53 Sch. 40 galvanized pipe or 6061‐T6 Sch. 40 aluminum pipe.  

SET SCREWS SHOULD BE TIGHTENED TO THE TORQUE VALUES LISTED IN THE TABLE BELOW. 

ALL INSTRUCTIONS OUTLINED IN THIS MANUAL ARE EFFECTIVE JUNE 2022 IN ACCORDANCE WITH INTERTEK 


